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Silimed Textured Round Saline Implants with Anterior Valve

This Silimed® Round Saline Implant is made of an RTV silicone elastomer envelope whose anterior surface has a diaphragm valve
through which the implant is filled with saline solution. Provided in two profiles: HIGH and LOW. Supplied sterile and accompanied by
a silicone tube for filling. NOTE: the saline implants must not be under-filled or over-filled.

HIGH PROFILE LOW PROFILE
REF  VOLUME mi DIMENSIONS cm REF  VOLUME mi DIMENSIONS cm
A B A B
20542-100 100 7.7 3.3 20540-090 90 7.4 3.4
20542-110 110 8.0 3.4 20540-115 115 8.0 36
20542-150 150 8.3 43 20540-130 130 8.6 35
20542-165 165 8.8 43 20540-160 160 95 35
;ggﬁ;ig ;?g 32 jg 20540-175 175 9.9 35
2 : : 20540-200 200 10.9 33
P——A— B8
20542230 230 9.8 4.6 . . 20540-230 230 1.3 35
20542-255 255 10.2 46 High Profile 20540260 260 18 36
20542-290 290 10.5 49 20540-310 310 12.3 39

20542-310 310 10.8 5.1 @ D 20540-330 330 1256 39
20542340 340 14 50 20540-350 350 129 40
20542-360 360 "7 49 20540-400 400 132 43
20542-400 400 12.4 49 20540-440 440 13.7 43
20542-460 460 13.0 5.0 20540-490 490 14.3 46
20542-490 490 13.2 52

; T 20540-550 550 149 46
20542-560 560 134 58 20540-600 600 154 47

20542-600 600 13.8 5.8 Low Profile 20540-660 660 15.9 48
20542-660 660 14.4 5.8
20542-700 700 14.6 5.9
20542-760 760 14.5 6.5

Silimed Textured Round Saline Implants with Posterior Valve

This Silimed® Round Saline Implant is made of an RTV silicone elastomer envelope whose posterior surface has a leaf valve through
which the implant is filled with saline solution. Provided in two profiles: HIGH and LOW. Supplied sterile and accompanied by a silicone
tube for filling. NOTE: the saline implants must not be under-filled or over-filled.

HIGH PROFILE LOW PROFILE
REF  VOLUME mi DIMENSIONS cm REF  VOLUME mi DIMENSIONS cm
A B A B
20543-100 100 7.7 8.8 20541-090 90 7.4 3.4
20543-110 110 8.0 34 20541115 115 8.0 36
20543-150 150 8.3 43 20541-130 130 8.6 35
20543-165 165 8.8 43 20541-160 160 95 35
20543-185 185 9.0 44 20541-175 175 9.9 35
20543-210 210 9.4 4.6 . 20541-200 200 10.9 33
20543-230 230 9.8 46 20541-230 230 11.3 35
20543-255 255 10.2 4.6 High Profile 20541-260 260 11.8 3.6
20543-290 290 10.5 4.9 20541-310 310 12.3 39
20543-310 310 10.8 5.1 20541-330 330 126 39
20543-340 340 14 50 ‘ D 20541-350 350 129 40
20543-360 360 1.7 4.9 20531-400 400 13.2 43
20543-400 400 12.4 4.9 20541-440 440 13.7 43
20543-460 460 13.0 5.0 20541-490 490 14.3 46
20543-490 490 13.2 5.2 20541-550 550 14.9 46
20543-560 560 13.4 5.8 A — 20541-600 600 15.4 4.7
20543-600 600 13.8 5.8 Low Profile 20541-660 660 15.9 48

20543-660 660 14.4 5.8
20543-700 700 14.6 5.9
20543-760 760 14.5 6.5

N

S i e n t ra PO Box 1490 | Santa Barbara, CA 93116-1490 | Tel: 805.562.3500 | Toll Free: 888.708.0808
Fax: 805.562.8401 | www.sientra.com

MDOC-DSTRS Rev 001 4/2008

A Caution: Investigational Device limited by Federal (USA) law to investigational use.





